
FEATURES:
• 60,000 lb. lifting capacity

• Battery operated [(2) 12V DC]

	 with waterproof on-board Minn Kota® charger

• No dedicated or complicated electrical wiring needed because of DC Power and 110V recharging

• Controls at all 4 columns

• Lift can be easily converted between a MACH4 and a 4 Post Heavy Duty Drive-on

• Accommodates wheelbases up to 33’ or 396”

• Fully functional when the power goes out

• Internal airlines included for rolling jacks and air toolsRO
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plus+ 2 lifts in 1

Shown: MACH4 (MCH418 )                   
without runway attached

Shown: MCH418 with M140015 
runway system attached                   
60,000 lbs. capacity

FOUR POST LIFTS                         
ARE A THING OF                           
THE PAST...
• Reduced installation time

• NO complicated or                                                                  	
	 expensive electrical installation

• Fewer moving parts

• No cables or sheaves to maintain

• Fully hydraulic operation

• Low electrical usage

Completely 
Portable!



MACH4 Plus specifications

MACH4 Plus
Capacity 60,000 lbs.
Maximum Rise Height 78” from ground to top of runway
Runway Height 10-3/4”
Ramp Angle 10 degrees
Maximum Wheelbase Options 33’ (396”) (10958mm)
Overall Length 40’ 7-1/2”
Options Rolling jack, bolt down option to locate runways
Drive Thru Columns 11’-10” between columns
Width Overall 15’-9” outside controls
Runway Width 28”
Runway Spacing 45”
Power Usage MACH4, battery powered
Height of Columns 144-3/4” maximum height
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Optional 25K bridge
• The optional 25K bridge can be 

attached to the MACH4 Plus 
runway to create various lifting 
options to make it even more 
versatile.

Shown:	MCH418
72,000 lbs. capacity

Shown:	MCH618
108,000 lbs. capacity

optional Led lighting
• High-efficiency, environmen-

tally friendly LED lighting 
system provides hands-free 
lighting under the vehicle

• Conveniently operated from   
	  lift’s control panel with single 
	  touch operation

Shown:	MCH418
with optional LED lighting




