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Two Post Surface Mounted Lift

World Leader in Lift Systems (200 Series Lifts)

SPOAY Capacity 7,000lbs. SPOA9 Capacity 9,000lbs.
1750 Ibs. per arm 2250 Ibs. per arm
SPQO9 Capacity 9,000Ibs.
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1|L.H. Column Weldment N719 42 |3/8”-16NC x 1” Flanged HHCS 40144
2 |R.H. Column Weldment N729 43 |3/8”-16NC Flanged Locknut 40664
3| Column Extension 44 |Sheave Shaft FJ7444-8
SPOA7 & SPO9 N45 45 |1/4’-20NC x 3/4” HHCS Grade 5 40099
SPOA9 N410 46 |Latch Cable Guide N69
EH-1 MODEL SPOA7/SPOA9/SPO9 N46 47 |Hose Clip (4 req’'d-Overhead) FJ7206
EH-2 MODEL SPOA7/SPOA9/SPO9 N47 48 |#12 Type B x 1/2” Lg. SI. HWHTS 40057
EH-4 MODEL SPO9 N49 49 |5/16”-18NC x 3/8” PHMS 40227
4 |Carriage Yoke Weldment N89 50 |Branch Tee FJ7668
5|Arm Pin FJ7838 51 |Hose Clip (6 req’d-Column) FJ7499
6/3/16" x 2" Long Cotter Pin 41250 52 |3/8”-16NC x 1/2” Flanged HHCS 40122
7 |Hydraulic Cylinder FJ7664 53 |1/4"-20NC Flanged Locknut 40641
8 |Power Unit 54 |3/4” Spacer FJ7871
SPOA7 SINGLE PHASE 60Hz *P1052/P752 55 |Limit Switch Assembly
SPOA7 SINGLE PHASE 50Hz FA791 For units using less than or equal to 250V | N413
SPOA7 THREE PHASE **P1053/P753 For units using above 250 V N414
SPO9/SPOA9 SINGLE PHASE 60Hz **P1002/P702 56 |1/4” External Tooth Lockwasher 40779
SPO9/SPOA9 SINGLE PHASE 50Hz FA788 57 |3/8” External Tooth Lockwasher 40845
SPO9/SPOA9 THREE PHASE **P1047/P747 58 |Spring Pin-1/4" dia. x 1-1/2" Lg. (Stainless) 14427
9 |Power Unit Hose FJ837 59 |1/4"-20NC x 1” HHCS Grade 5 40108
10(5/16"-18NC x 1-1/2” Bolt (Full Thread) 40271 60 |3/8"-16NC x 1-1/2" HHCS Grade 5 40200
11/5/16” External Tooth Lockwasher 40854 61 |3/8" Spring Washers 40818
125/16”-18NC Hex Nut 40670 62 |Adapter Swivel Pin FJ79-6
13 | Actuator Pin Handle FJ7985-1 63 |3/8" Internal Tooth Washer 40843
14 | Actuator Pin N121-1 64 |3/8"-16NC x 5/8" Lg. HHCS Grade 8 40155
15 |Retaining Pin N119-3 65 |3/32" Hog Ring for 1/2" Shaft (8 req’d) FJ671-6
16 |Arm Restraint Spring FJ7656-2 66 |Adapter Pin FJ671-3
17 |Bleeder Screw (Specify Manufacturer) N/A 67 |High Step Adapter FJ671-1
18 |Carriage Bumper FJ7391-2 68 |Low Step Adapter FJ671-2
19[120T Gear Block FJ7749 69 |Limit Switch
20 |Approach bumper FJ7391-1 For units using less than or equal to 250V | N413-1
21|1/2-13NC Hex Lock Nut 40703 For units using above 250 V FJ7979-1
22 |Truarc #5304-75 Klipring for 3/4” Shaft 41411 70 |Rear Outer Arm Weldment
23|Sheave FJ7116-1 SPOA7 N239-1
24 1/4”-20NC Zinc Hex Nut 40627 SPOA9 N238-1
25 |Sheave Cover N119-1 SPO9 N241-1
26|1/4”-20NC x 3/8” Lg. PHMS Plated (2 pcs.)  |40063 71 |Front Outer Arm Weldment
27| Slider block FJ7360 SPOA7 N240-1
283/4” Concrete Anchor FJ7380 SPOA9 N237-1
29/1-1/2” O.D. x .760-.770” 1.D. x .045” Bushing |41388 SPO9 N241-1
30|1/4"-20NC x 2" HHCS 40109 72 |Rear Inner Arm Weldment
31]1/4"-20NC Insert Locknut 40642 SPOA7 N239-2
32]1/8” x 1”7 Lg. Cotter Pin 41200 SPOA9 FJ7493-6
33| Switch Bar Assembly FJ7613-2 SPO9 N241-2
34 | Spotting Wheel Dish Kit FF729 73 |Front Inner Arm Weldment
35| Restraint Gear FJ7750 SPOA7 FJ7256-2
36/3/8"-16 NC x 3/4” Long HHCS 40134 SPOA9 FJ7491-6
*37 |Arm Restraint Kit (1 arm) *FJ7888 SPO9 N241-2
38| Overhead Hose 74 |Rear Inner Arm Weldment (R/A)
SPOA7 FJ838 SPOA7 N249-1
SPOA7 EH-1 MODEL FJ840 SPOA9 N251-1
SPOA7 EH-2 MODEL FJ841 SPO9 N252-1
SPOA9/SPQO9 FJ839 75 |Front Inner Arm Weldment (R/A)
SPOA9/SPQO9 EH-1 MODEL FJ842 SPOA7 N248-1
SPOA9/SPQO9 EH-2 MODEL FJ843 SPOA9 N250-1
SPO9 EH-4 MODEL FJ845 SPO9 N252-1
39| Equalizer Cables 76 |Adapter Assembly FJ6159
SPOA7 FJ7449 77 |Rubber Pad FJ6158-4
SPOA7 EH-1 MODEL FJ7545 78 |Control Box Adapter Plate FA7132-2
SPOA7 EH-2 MODEL FJ7546 79 |#8-32NC x 1/2" Self Tapping Pan Head MS  |FA7152-2
SPOA9 N33 80 |Control Panel
SPOA9 EH-1 MODEL N34 39 208V/60 Hz. FA7162
SPOA9 EH-2 MODEL N35 39 230V/60 Hz. FA7163
SPO9 FJ7450 30 460-480V/60 Hz. or 380-415V/50Hz. | FA7164
SPO9 EH-1 MODEL FJ7547 3@ 480V/50 Hz. FA7165
SPO9 EH-2 MODEL FJ7528 81 |L.H. Overhead Weldment
SPO9 EH-4 MODEL FJ7601 SPOA7 & SPOA9 N41-1
40 |M5 x .7 x 8mm Flat Head MS FA7152-1 SPQO9 (QOuter) N43-1
41 |Locking Latch Cable FJ7594-1 82 |R.H. Overhead Weldment
EH-1 & EH-2 for SPOA7/SPOA9/SPQO9 FJ7595-1 SPOA7 & SPOA9 N42-1
EH-4 for SPO9 FJ7600 SPQO9 (Inner) N44-1




NOTE: Standard hardware items should be purchased from local hardware source when possible.

ACAUTION| Care should be taken to use hardware equal to that specified in this listing. (If grade is not specified, use
Grade 2 minimum.)
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See Locking

Latch Detail @\
(back page)
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See Cylinder Hose
Adapter Detail
(back page)

FLIP-UP STYLE ADAPTERS SCREW-TYPE

RUBBER ADAPTERS

*Includes items 13, 14, 15, 16, 19, 35, 58, 60, 61
**Two different Power Units were used. Please check to see which you have before calling for service. Thank You



CYLINDER HOSE ADAPTER DETAIL

ITEM DESCRIPTION PART
1 Straight Adapter FJ7352-3

LOCKING LATCH DETAIL PARTS LIST
R I G HT ITEM DESCRIPTION PART
CO L U M N 1 Control Side Cover FJ7452
2 Locking Latch Dog FJ7382-7
3 Control Plate FJ7594-2
4 Spring FJ7566-10
5 Spring FJ7382-9
6 Latch Shaft FJ7382-34
7 Locking Latch Sheave FJ7322
8 Handle FJ7382-18
9 Ball Handle FC134-91
10 Truarc Klipring #5304-75 for 3/4" Shaft 41411
11 Truarc Klipring #5304-37 for 3/8" Shaft 41410
12 1-1/2" O.D. x 3/4" 1.D. x .045" Mach. Bush. 41388
13 5/16"-18NC x 3/8" Lg. PHMS 40227
14 3/8" - 16NC Hex Jam Nut 40658
15 Shoulder Bolt, 5/16"-20 NC x 1-1/4" 40220
16 Flanged Locknut, 1/4" - 20NC 41423
17 Locking Latch Cable FJ7594-1
EH1 & EH2 FJ7595-1
EH-4 for SPO9 FJ7600
I—EFT LOCKING LATCH DETAIL PARTS LIST
CO L U M N ITEM DESCRIPTION PART
1 Latch Cover FJ7451
2 Locking Latch Dog FJ7382-7
3 Control Plate FJ7382-5
4 Spring FJ7566-10
5 Spring FJ7382-9
6 Latch Shaft FJ7382-34
7 Locking Latch Sheave FJ7322
8 Shoulder Bolt 5/16"-20NC x 1-1/4" 40220
e 9 Truarc Klipring #5304-75 for 3/4" Shaft 41411
10 Truarc Klipring #5304-37 for 3/8" Shaft 41410
11 1-1/2" O.D. x 3/4" 1.D. x .045" Mach. Bush. 41388
12 5/16"-18NC x 3/8" Lg. PHMS 40227
13 Flanged Locknut, 1/4" - 20NC 41423
14 Locking Latch Cable FJ7594-1
EH-1 & EH-2 FJ7595-1
~e EH-4 for SPO9 FJ7600
) As required to remove excess play. 15 Latch Cable Clamp N63-1
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