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OTR TIRE MOUNTING LUBRICANT & RUST PREVENTION
TECHNICAL DATA SHEET

IWP, a subsidiary of Denali Water Solutions 86600 Ave. 54 Coachella, CA 92236
TC79, TC79W, TC79Y, TC79BIk

8lb Pail, 25Ib Pail, 40Ib Pail

Glycerol, a proprietary lubricant and rheology

TC79 is a water-based lubricant formulated for mounting and demounting all tires with extra wheel
corrosion protection for OTR wheels. Prevents tires and flaps from fusing to the rim. TC79 will not
evaporate and has a wide usage temperature range and a long shelf life.

Use TC79 as a concentrate for wheels and tires on larger OTR assemblies. Easy to apply with a
brush or swab on tires and rim assemblies wet or dry. TC79 can be cleaned up with water.

= -20° C to 50° C working range = Suitable for all types and sizes of on-the-road
= Low VOC contents and off-the-road tires

= Contains rust inhibitors = Super slippery formula

Test Method or Apparatus Typical Analysis

pH 7.0 Concentrate 7.0-7.5

Flash point Closed cup Non flash

VvOoC Oven dry / Karl Fisher nil

Specific gravity Formula analysis 0.9231

Freeze point N/A -20° C

Total solids N/A 55%

Solubility in water N/A Soluble

Viscosity Brookfield 451,600 mPa.S
Appearance N/A Creamy gel compound

Always use precaution when handling chemicals. We recommend using rubber gloves and safety
glasses when using TC79. This product can cause eye irritation.

When storing TC79 containers, store them in a cool, dry environment out of exposure to the sun.

3 years in the original containers stored in recommended conditions.

Notice: Enforce Products believes that the information contained on this data sheet is accurate. It is based on extensive
tests and represents standard values. However, it may not contain information on all confirmed properties. Enforce
Products reserves the right to carry out improvements and technical development to this product at its direction. For
appropriate use of this product, always refer to the suggested procedures recommended by technical data supplied by the
manufacturer and distributors of this product. The suggested procedures are based on experience as of the date of any
published data. They are not necessarily all-inclusive, nor fully adequate in every circumstance. Also, the suggestions
should not be confused with nor followed in violation of applicable laws, regulations, rules or insurance requirements.




